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Product manual & certificate of calibration

Thank you for choosing an ANDILOG measuring device. We are engaged in steps
towards sustainable development and we have chosen to dematerialize our product
manuals, certificate of calibration and quality related documents. You can download
your manual on our website: www.andilog.com in the section "Resources - Operating
manual”.

The certificates of calibration have been sent per E-Mail on the date of shipment of
your device. Shouldn’t you have received it, please contact us per E-Mail:
info@andilog.com or call us at +33 (0) 4 42 34 83 40.

Warranty

All the instruments from Andilog Technologies are designed and manufactured to
demanding standards. They will bring you high quality performance and ease of use and
installation. In case you have difficulty installing or using your product, we recommend
that you consult the operating manual first.

If your product is found to be faulty, Andilog Technologies will endeavor, directly or
through your dealer to repair or replace your product under the terms of contractual
warranty.

Protection components, batteries, accessories, cables and software as well as normal
wear and degradation of the mechanical components are expressly excluded from the
scope of this warranty.

Metrological characteristics do not fall within the scope of the lifetime warranty.
Periodic checks and their frequencies are the responsibility of the user.

Shipping and packing material destined for Andilog Technologies are the responsibility
of the purchaser. Andilog Technologies supporting the return freight cost.

In case of repair, Andilog Technologies may use either new parts or refurbished items.
Ali parts, sub-assemblies or devices replaced under this warranty will become the
property Andilog Technologies.

info@andilog.com - www.andilog.com - Ph:+33 442 348 340

Quick start

We recommend using the accessories delivered by AN DI LOG for your measurements.
If you design your own accessories, make sure that they are not in contact with the

protective casing, which would impair the measurement.

The force gauge can be mounted on a test stand thanks to its MS taped holes on the
back of the device. The screws should not be screwed over 3 mm inside the casing.

For further information, you will find the complete user manual on our website.
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Long press: Activate save feature

Accessories attached to the load cell thru a M5 threaded rod.
Measure in tension and compression
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