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Precision torque gauges for  research and 
product ion

The Centor Easy II digital torque transducers are designed to meet 
the needs of users in research and development and production. 

This family offers many functions that are essential today in quality 
control, for example: easy to read thanks to its large backlit color 
display, USB output, storage of the last 500 values and the 
possibility of programming thresholds with visual and audible 
alarms. 

Its high-performance measuring chain allows it to have an 
acquisition rate of 2000 Hertz for a resolution of 1/10 000 of the 
Full Scale (PE) and a total error of less than 0.5% PE.

Designed for  indust r ial and research environments, it  is 
the ideal tool for  fast , simple and efficient  torque 
measurements.
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Present at ion of  t he Cent or  Easy II range
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The t orque gauges Cent or  Easy are available in t wo form s: 

TW - Torque wrench 
sensor

TH - Handle sensor 
with chuck

 Examples of applicat ions: 

- Industry: screwing/unscrewing measurement  on screws, end caps, nuts, electromagnets, 
measurement of the resistance torque of a motor axis

- Quality: cont rol of the accuracy of screwdr iver  and torque wrench tools, validation of 
product characteristics

- Medical: measurement on catheters, dialyzer plugs, orthopaedic implants
- Packaging: measurement of the unscrewing torque of cap

Sensor Capacit y Accuracy Resolut ion Square/Opening

NM  /   LB.IN % FS FS FEMALE SQUARE

CNR EA II TH

0-12 /  1.06         
0-30 /  2.66         
1-5 /  13.28           
6 /  53.10            

12 /  106.21

0.5 1/10,000 3/8

Sensor Capacit y Accuracy Resolut ion Square/Opening

NM  /   LB.IN % FS FS MALE SQUARE

CNR EA II TW

0-15 /   1.33        
0-60  /   5.31    

0-150  /   
1.328

0.5 1/10,000
3/8                         
3/8                        
1/2

The Centor Easy TH manual torque gauge is equipped with 
a t orque sensor  with chuck. This portable sensor 
allows you to easily carry out your measurements directly 
in the field. 

Thanks to its mandrel, it is easy to adapt different bits for 
all types of samples: screws, nuts, handles, encoders... 

You can also remove the chuck to at tach your  own 
tools direct ly to the female square of the sensor .

The manual Centor Easy TW torque gauges are equipped with a t orque sensor  t ype torque wrench. This sensor 
allows you to easily carry out your measurements directly in the field for high torques. Thanks to its male square, it is 
easy to adapt  different  t ips for  all t ypes of samples: screws, nuts, handles...
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Det ai l  of  t he Cent or  Easy II
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FUNCTIONS CENTOR EASY II

Accuracy 0,5 % FS

Resolut ion 1/10 000 FS

Acquisit ion speed 2 000 Hz

Sensor  prot ect ed against  over loads up t o 150 % FS

Unit s Nm, Lbin, kgcm, mNm

Aut o-of f Adjustable from 5 to 15 minutes, deactivatable

Bargraph and back lit  display Yes

Peak funct ion clockw ise and  count er  clockw ise Yes

Sim ult aneous display of  peak  and read value Yes

Tare funct ion, program m able t hresholds, averages and st andard deviat ion Yes

Int ernal m em ory 500 results

Reversible display 180°

Operat es on rechargeable bat t er ies w it h low  bat t ery warning 16 hours of operation without recharging

Met al housing and elast om er ic prot ect ive shell Back mounting for use on test rack

USB, digim at ic out put Current, minimum or maximum value

Cent or  Easy II Specif icat ions
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Syst em  delivered w it h

- Centor Easy II display with external torque sensor
- Delivered in its carrying case 
- 110V / 220V power supply charger
- Manufacturer calibration certificate attached to COFRAC / NIST
- Option: USB to PC cable, RSIC Lab software, Caligraph - Consult the software 

brochure 
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